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Relationships Between the Value of Wireless Links,
| nformation Theory and Architectural Standards
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e What makesawiredesslink valuable?

 How doestheory impact link value?

— What are the relevant theoretical limits?
— How do these theoretical limits constrain link value?

 What isimpact on the 802.16 standard?

e SUMmary
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o Capacity: therate of reliable infor mation transfer
e Link valueisdefined by Return-on-investment (ROI)

— Revenue [J link capacity
— Investment [ (Interface + modem + tuner + amplifier + antenna + BW) cost

Link .Capacity
Total . System .Cost

ROI

e Maximize ROI to maximizelink value

—For PTP, maximize link capacity
—For PTM, maximize average aggregate link capacity
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 Theory relateslink capacity to link parameters

— SNR

— Error correction coding
» Message length (packet size)
— Link distortion
— Synchronization
— Sensitivity to implementation imperfections

e Theserdations must bereflected in our standards
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 Link design isrationally related to component costs
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o Space-Time Processing (STP) isbeyond scope
— STP promises large capacity gains
* Beamforming
e Space-time coding
o Transmit-diversity
— Individual beamg/links are each subject to SNR constraints
— This briefing will not treat STP issues; big topic — little time

 SNR deter mines capacity for individual links

— Key fundamental capacity relationships have been derived
» dependence on SNR

— Link coherence
— Link distortion

 dependence on data block size
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: 10 dB changes capacity by 3.3 bps/Hz!

Capacity (bps/Hz)

0 5 10 15 20 25 30
SNR (dB)

e Each dB of SNR can increase capacity 0.33 bps/Hz

 How can standards exploit thistheoretical limit?

— Better forward error-correction coding (FEC) enhances link capacity
— Dynamic modulation/FEC further enhances average link capacity
— MAC enhancements can also enhance capacity
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o Current state of installed FEC technology

— CW data: concatenated PTCM/RS:; 2-3 dB from Shannon
— Burgst data RS or BCH:; 5-6 dB from Shannon

« Emerging FEC features - P
— Iterative decoding /’
e Parald trellis (" Turbo”) e =
« Serial trellis g5 - -
» Block product $ iy e 0
 LDPC E}zoo / P BER=10""°
— =1 dB from Shannon limit : L e S —
_ Affordability =
» Cost (shrinking $/gate) N
 Power consumption |
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 Anentirely new paradigm isrequired for wireless
— Constantly maximize capacity, maintaining a constant link BER
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* Link designed to support afixed rate at .99999 availability

— 99% of the time, greater than 50 dB (54 dB - 4 dB) link margin exists [Ref: 1]
— Goal: convert excess link margin into revenue-generating link capacity
— Note: traffic committed at 0.99999 level is not impacted by adding 0.99 traffic

(A== [0.99000k =4
o Potential Benefit E \\\ [Availability |
— 16 bps/Hz = (50 dB) x (0.33 bps/HZz/dB) g . \ 555500]
— Current LMDS networks: 2 bps/Hz b S~
— Increased average capacity! g \\
« >4-fold increaseis possible P ) —
— What is practical ? i 001 S ——
£
5 < >50 dB >
™ 0,001 Io.99999}>!
0 10 20 30 40 50

Ref: Path loss predictions based on 1TU P.530-7; Region M (Dallas); 2.5 km links; 28 GHz Rain Fade Depth: A (db)



: Sicom

INCORPORATED

256QAM
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Capacity (bps/Hz)

0.0 5.0 10.0 15.0 20.0 250 30.0
SNR (dB)




Sicom

INCORPORATED

« Assume: Channel Bandwidth =50 MHz
Nyquist Factor (a) =0.15
Symbol Rate =43.5 M sps
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 PTM traffic efficiency needs short transmissions
— Packet/Cell issues
— MAC issues

 FEC gain needslong code-blocks
— Significant SNR loss incurred using short code blocks

e Reconciliation

— Transmission blocks need not equal message lengths
— Code blocks need not equal message length

 Latency-critical voice can sacrifice BER with short code-blocks
« Latency-insensitive data can improve BER with long code-blocks
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e Longer message code-blocks improve FEC gain
o 448-bit blockslose ~2 dB compared to 20 kbit blocks

9.00
8.00
- 7.00
©  6.00
o
= 5.00
]
W 400
g 3.00
E —— Block size =100
= 2.00 = — Block size =200
= — Block size = 448
1.00 + T ~ — Block size = 1000
0.00 - —— Block size = 2000
—— Block size = 5000
-1.00 +— ~ Block size = 20000
-2.00 —— Shannon Eb/ No min
0.00 1.00 2.00 3.00 4.00

Bandwidth Efficiency, bits/sec/Hz



; Sicom

° INCORPORATED

« Dynamic modulation/coding
 |terative decoding (optional)

« Variable packet length
— Potential to evolve to multi-packet decoding

 Framework isin placeto evolvethe standard

— Magjor accomplishment to find common ground
— Basisfor evolving the standard to reflect evolving needs
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 Broadband wireless connectivity may well evolve into multi-tier structure

 Tier 1. Non-line-of-sight (NL OS) mobile/fixed coverage
— Transmit-diversity and OFDM: great coverage, but poor power-efficiency

— Microcedlls:

« solve power-inefficiency problem, since loss varies as R*

 offer high capacity viafrequency re-use

 significantly increase infrastructure expense, with large increase in hubs required

o Tier 2: Line-of-sight (LOYS) fixed connectivity
— High-capacity LOS links connecting picells to fiber backbone

— Migration of functionality away from ‘dumb’ pcellsto central hub

B = LOS wireless-tier access node

B = NLOS wireless-tier access node

~

o

/ Access nodes into global fiber back
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Wirelesslink valueisdefined by link capacity and ROI

Integrated wireless link value paradigm tiesit all together
» Market Forces + Information Theory (I T) + Component Technology (CT)

Standardsideally reflect combined I'T and CT aspects

» Standards should emphasize value rather than standard components
 Industry-driven standards tend toward this value-driven goal
— “It'san obvioudly flawed system, but we can’t seem to devise a better one.”

How isthe 802.16 standard assisting wir eless progr ess?
— 802.16.3 will define NLOS standard
— 802.16.1 isdefining LOS standard
— Provides basis for multi-tiered integrated wirel ess access framework
— Provides wireless access infrastructure for other applications (e.g. 802.11)



